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Tools needed:
Hammer for light tapping
7/16” Socket or Wrench
9/16” Socket
9/16” Wrench
Screw gun

Parts List:
A. - Glider Seat - (1 pc.)
B. - Glider Back - (1 pc.)
C. - Right Arm (1 pc.)
D. - Left Arm (1 pc.)
E. - Right Glider Stand Leg (1 pc.)
E1. - Left Glider Stand Leg (1 pc.)
F. - Glider Stand crosspieces (2 pcs.)
N. - 1/4” x 3 1/4” Bolts (12 pcs.)
O - Flange Nuts (12 pcs.)
P. - 3/8” x 2 1/2” Hex Bolts (4 pcs.)
Q. - 3/8” x 4” Hex Bolts (4 pcs.)
R. - 3/8” Loc Nuts (8 pcs.)
S. - 3/8” Flat Washers (16 pcs.)
U. - 2 1/2” Screws (12 pcs.)
V. - Glider Arms (4 pcs.)
W. - Bit for Screws (1 pc.)

}or two 9/16 Wrenches

Instructions:
Step 1. Lay Glider Seat (A) on a flat surface. Take the Glider Back (B) and put it between Glider Seat (A). Line up the holes and put two 
1/4” x 3 1/4” bolts (N) on each side and in the center piece of seat and back support. Hand tighten a flange nut (O) on each end of 1/4” x 
3 1/4” bolt (N). 

Step 2. If you have ordered cupholders with your glider you can attach them to the bottom of arms now or wait until you have arms 
attached. Fasten with 1 1/2” screws. Screws are located inside the cupholders. Note: Cupholders are optional, if you did not order them 
with your glider they will not be inside the box.

Step 3. Get the Right Arm (C) two 1/4” x 3 1/4” Bolts (N) and put them in Legs of Arm (C), lining them up with holes in Glider Seat (A). 
You may have to twist Arm for holes to line up. Now get one 1/4” x 3 1/4” Bolt (N) and put it through hole in Arm (C) and into hole on 
Glider Back (B). You may have to twist Glider Back (B) or Arm for holes to line up.Get Left Arm (D) and fasten it in same manner. Hand 
tighten Flange Nuts (O) on all 1/4” x 3 1/4” Bolts (N). Tighten all flange nuts (o) with 7/16” socket or wrench. Make sure bolt head is flush 
with the wood.

Step 4. Now get the one Glider Stand  Crosspiece (F) and fasten it on the inside of  Glider Stand Leg (E). Fasten with 2 1/2” Screws (U) 
into pre-drilled holes. Keep the top of Crosspiece (F) even with top of Legs (E). Fasten other side in same manner. Now get other Glider 
Stand Crosspiece (F) and put it on in same manner. Then take four 2 1/2” Screws (U) and screw Crosspiece (F) from the outside in 
through the Leg (E). Hole is pre-drilled.

Step 5. Fasten Glider Arms (V) to Glider Stands (E). Get a 3/8” x 4” Hex Bolt (Q) and take it through the bearing of the Glider  Arm (V). 
Get a 3/8” Flat Washer (S) and slip on 3/8” x 4” Bolt. (see fig. 1). You are now ready to attach Glider Arm (V) to Glider Stand Leg (E) by 
pushing 3/8” x 4” Bolt (Q) through the 3/8” hole on Glider Stand Leg (E). Make sure Glider Arm (V) is curved away from Glider Leg (E).  
Slip another 3/8” Flat Washer (S) over bolt and fasten with a 3/8” Nut (R). Tighten nut until everything is pulled together. Fasten other 
three Glider Arms (V) in same manner.

Step 6. Get the Glider and set it on top of Glider Stand. Legs belong on outside. Get four 3/8” Flat Washers (S) and slip them on the 
3/8” x 2 1/2” Bolts (P). Then push Bolts into pre-drilled holes on the bottom of Arm Legs (C&D) - (see fig. 2). Put a 3/8” flat washer on 
the inside of Arm Legs (C&D). Then slip the Glider Bearing over the Bolt (P) - (see fig. 3). Fasten with a 3/8” Loc Nut (R) - (see fig. 3) 
and tighten with a 9/16” socket or wrench. Hold the outside of the Bolt (P) with a 9/16” wrench. Tighten until Glider Bearing and Loc Nut 
(R) are against Flat Washer. Sit back and enjoy! 

Missing or damaged parts? For customer service call Centerville Woodworks message center.
(814) 349-4499. Our promise - your call will be returned.
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GliderPorch Glider Assembly Video: 
https://youtu.be/EtZP8y_PyPw


