
A-Frame
Tools needed:
Hammer for light tapping

7/16” Socket or Wrench

Parts List:
A. - 4” x 4” x 8’ Beam - (1 pc.)

B. - 4” x 4” x 8’ A-Frame Posts - (4 pcs.)

C. - 1” x 4” x 57” Crosspiece (2 pcs.)

D. - 1” x 6” x 28” Crosspiece (2 pcs.)

E. - 2” x 4” x 28 1/2” A-Frame Brace (2 pcs.)

F. - Hurricane Stakes (4 pcs.)

S. - 1/4” x 3” Lag Bolts (42 pcs.)

Instructions:
Take two of the A-Frame posts (B) and one 1” x 4” x 57” Crosspiece (C) and assemble with four 
of the 1/4” x 3” Lag Bolts (S) as shown in figure 1. Line up the holes in the crosspiece with the 
pilot holes in the posts. Fasten with a 7/16” socket or wrench. Now fasten leg assembly to the 4” 
x 4” x 8’ Beam (A) using four 3”Lag Bolts as shown in figure 2. Make sure the beam is even with 
the posts. Next put the other leg assembly together in the same manner and fasten to the beam. 
Now get the 1” x 6” x 28” Crosspiece (D) and fasten it to the A-Frame posts using four 3” Lag 
Bolts. Line up the holes in crosspiece with pilot holes in posts. Fasten both sides, then get the 2” 
x 4” x 28 1/2” A-Frame Brace (E) and fasten one end to 1” x 6” x 28” Crosspiece (D) using two 3” 
Lag Bolts. Keep 2” x 4” x 28 1/2” Brace (E) even with the bottom of 1” x 6” x 28” Crosspiece (D) 
and center with pre-drilled holes in 1” x 6” Crosspiece. Make sure 3” Lag Bolts do not come out 
the side of 2” x 4” Brace. Next fasten 2” x 4” Brace to the beam using two 3” Lag Bolts into
pre-drilled holes. Hurricane Stakes (F) are to anchor A-Frame. Drive them into the ground beside 
the post until only 4” remains out of the ground. Fasten with 3” Lag Bolts. 

Missing or damaged parts? For customer service call Centerville Woodworks message center. 
(814) 349-4499. Our promise - your call will be returned.
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